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U.S. Geological Survey 
12201 Sunrise Valley Drive, Mail Stop 431 
Reston, Virginia 20192 USA 
 
Tel:  703‐648‐5884 
FAX:  703‐648‐5274 
e‐mail:  ashapiro@usgs.gov         
 

Education: 

Ph.D., 1980, Princeton University, Department of Civil and Geological Engineering 
M.S., 1978, Princeton University, Department of Civil and Geological Engineering 
M.A., 1977, Princeton University, Department of Civil and Geological Engineering 
B.S., 1976, Lafayette College, Department of Civil Engineering, Easton, PA 
 

Employment History: 

2004‐present:  Senior Research Hydrologist, U.S. Geological Survey, National Research Program, Reston, VA 
1984‐2004:   Research Hydrologist, U.S. Geological Survey, National Research Program, Reston, VA 
1994:   Adjunct Professor, Columbia University, Lamont‐Doherty Earth Observatory, Palisades, NY 
1982‐1984:  Research Scientist, Technion – Israel Institute of Technology, Department of Civil Engineering, 

Haifa, Israel 
1980‐1982:  Research Scientist, Royal Institute of Technology, Department of Water Resources, Stockholm, 

Sweden 
 

External Positions: 

 Member and Expert Consultant, Strategic Advisory Committee to the Ontario Provincial Government of 
Canada for basic and applied research at a DNAPL‐contaminated fractured rock site in Ontario, Canada 
(1995‐1997). 

 Expert Consultant to Department of the Interior for Review of Environmental Impact Statement (EIS) for 
New World Mine, Yellowstone National Park (May 1995) 

 Member, Technical Advisory Group to Department of Energy on carbon tetrachloride migration in 
fractured rock at the Oak Ridge National Laboratory (1998‐2001). 
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 Member, Technical Advisory Board, US EPA and University of New Hampshire Bedrock Bioremediation 
Investigation at Pease Air Force Base, New Hampshire (1999 to 2003). 

 Member, Department of Energy Panel, Basic Research Needs in Geoscience – Facilitating 21st Century 
Energy Systems (Feb. 2007). 

 Advisor to New Hampshire Department of Environmental Services on Designing a Groundwater 
Monitoring Network in Fractured Rock Aquifers (2007) 

 Member Edwards Aquifer Science Advisory Panel, San Antonio, TX (2006 to present) 

 Member National Research Council Committee on Future Option for Management in the Nation’s 
Subsurface Remediation Effort (2010 to present) 

 Board of Directors (elected), Scientists and Engineers Division, National Ground Water Association (2010 
to present) 

 

Adjunct Academic Positions: 

 Visiting Scientist, Department of Water Resources Engineering, Royal Institute of Technology, 
Stockholm, Sweden (June – Aug. 1986). 

 Visiting Scientist, Department of Water Resources Engineering, Royal Institute of Technology, 
Stockholm, Sweden (June – Aug. 1987).  

 Adjunct Professor, Department of Geology, Columbia University, New York, NY and Lamont‐Doherty 
Earth Observatory, Palisades, NY (Jan. 1994 – Dec. 1994). 

 

Editorial Positions: 

 Associate Editor, Journal of Hydrology  (1985‐1989) 

 Associate Editor, Ground Water (1999 to present) 

 

Patents Held: 

 Shapiro, A. M., 2004, Borehole Testing System: Washington, D.C., U.S. Government Patent and 
Trademark Office, United States Patent Number 6,761,062, 12 p.  

 

Honors and Awards: 

 Phi Betta Kappa (National Academic Honor Society) 

 Tau Beta Pi (National Engineering Honor Society) 

 Kranzberg Postdoctoral Fellowship (Technion‐Israel Institute of Technology, Haifa, Israel), 1983. 

 Superior Service Award, U.S. Department of the Interior, 1992. 

 American Geophysical Union Citation for Excellence in Reviewing, 1999. 

 Meritorious Service Award, U.S. Department of the Interior, 2000. 

 National Ground Water Association (NGWA) 2004 Distinguished Darcy Lecturer 

 Geological Society of America (GSA) Fellow, 2009 
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Membership in Professional Societies: 

 American Geophysical Union (AGU) 

 National Ground Water Association (NGWA), Association of Ground Water Scientists and Engineers 
(AGWSE) 

 Geological Society of America (GSA) 

 International Association of Hydrogeologists (IAH) 

 Phi Beta Kappa ‐ National Academic Honor Society 

 Tau Beta Pi ‐ National Engineering Honor Society 
 

Courses Taught: 

 Semester course ‐ “Ground‐Water Modeling,” Royal Institute of Technology, Stockholm, Sweden, Sept. – 
Dec. 1981. 

 Semester course ‐ “Continuum Mechanics,” Royal Institute of Technology, Stockholm, Sweden, Jan. ‐ 
May 1982. 

 Short course ‐ “Ground‐Water Flow and Pollution,” University of Newcastle Upon Tyne, Newcastle upon 
Tyne, United Kingdom, Sept. 1984.  

 Semester course ‐ “Ground‐Water Hydrology,” Columbia University, New York, NY, Jan. ‐ May 1994. 

 Semester course ‐ “Multidisciplinary Investigations in Ground‐Water Hydrology,” Columbia University, 
New York, NY, Sept. – Dec. 1994. 

 Coordinator, Workshop and Training on Field Techniques of Characterizing Fractured Rock, U.S. EPA, 
Office of Underground Storage Tank Workshop for Region I State Regulators, July 1997. 

 Coordinator, Workshop and Training on Characterizing Fractured Rock for Environmental Assessment, 
USGS Department of Defense Environmental Contamination (DODEC) Program Meeting, May 1998.  

 Coordinator, Using the Transportable Multifunction Borehole Testing Apparatus for Characterization in 
Fractured Rock, training to USGS District hydrologists on the use of innovative borehole equipment for 
conducting hydraulic tests and geochemical sampling in fractured rock, Storrs, CT, Apr. 2000.  

 Short course ‐ “The Effect of Scale on Formation Properties for Groundwater Flow and Chemical 
Transport,” USGS Office of Ground Water National Ground Water Meeting, Denver, CO, June 2004. 

 Short course ‐ “Characterization of Groundwater Flow and Contaminant Migration in Fractured Rock 
Aquifers and the Selection of Remediation Alternatives With Emphasis on Nonaqueous Phase Liquids,” 
University of the Free State, Bloemfontein, South Africa, Oct. 2006. 

 Short course ‐ “Characterizing Groundwater Flow and Aquifer Testing in Fractured Rock,” University of 
the Free State, Bloemfontein, South Africa, Oct. 2007. 

 Short Course ‐ “Principles and Field Techniques for Characterizing Contaminant Migration in Fractured 
Rock,” Environmental Professionals of Connecticut (EPOC), Hartford, CT, May 2002, Apr. 2004. 

 Short Course ‐ “Evaluating Groundwater Flow and Chemical Transport Models for Hydrogeologists Who 
Don’t Model,” Environmental Professionals of Connecticut (EPOC), Hartford, CT, Apr. 2005. 

 Short Course ‐ “Aquifer Testing in Fractured Rock,” given to the Environmental Professionals of 
Connecticut (EPOC), Hartford, CT, Apr. 2007, May 2007. 

 Short Course ‐ “Principles and Field Techniques for Characterizing Contaminant Migration in Fractured 
Rock,” Massachusetts Licensed Site Professionals (MA LSP), Marlborough, MA, Oct. 2002, Nov. 2003. 
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 Short Course ‐ “Aquifer Testing in Fractured Rock,” Massachusetts Licensed Site Professionals (MA LSP), 
Marlborough, MA, Feb. 2007, Feb. 2008. 

 Short Course ‐ “Evaluating Groundwater Flow and Chemical Transport Models for Hydrogeologists Who 
Don’t Model,” Massachusetts Licensed Site Professionals (MA LSP), Marlborough, MA, Sept. 2005. 

 Short Course ‐ “Evaluating Groundwater Flow and Chemical Transport Models for Hydrogeologists Who 
Don’t Model,” Saint Johns River Water Management District, Palatka, FL, June 2009.  

 Short Course ‐ “Charactering Groundwater Flow and Chemical Transport in Fractured Rock,” National 
Ground Water Association, June 2008. 

 Short Course ‐ “Evaluating Groundwater Flow and Chemical Transport Models for Hydrogeologists Who 
Don’t Model,” National Ground Water Association, Nov. 2008. 

 Workshop on “Transport and Remediation of Chlorinated Solvents in Fractured Sedimentary Rocks at 
the former Naval Air Warfare Center, West Trenton, NJ,” US Environmental Protection Agency, Sept. 
2008. 

 Worskshop on “Fate, transport, and remediation of chlorinated solvents in fractured sedimentary rocks 
at the former Naval Air Warfare Center, West Trenton, NJ,”  NGWA Fractured Rock Conference: State of 
the Science and Measuring Success in Remediation, Portland, ME, Sept. 2007. 

 Workshop and Training – “Evaluation of Capture Zones in Fractured Rock Aquifers for Pump and Treat 

Systems” – US EPA Technical Support Project Meeting, Orlando, FL, November 2010. 

 Short Course – “Characterization of Fractured Rock Aquifers,” University of Wisconsin in coordination 

with Midwest Geosciences, June 2011. 

 Short Course – “DNAPLS in Fractured Rock Aquifers: Advances in Characterization, Monitoring, 

Remediation Strategies and Technologies,” University of Wisconsin in coordination with Midwest 

Geosciences, June 2011. 

Publications: 

Shapiro, A. M., 1976, Numerical analysis of perched ground‐water tables, Unpublished Senior Thesis, Lafayette 

College, Department of Civil Engineering, Easton, PA, 78 p. 

Bart, J., Blank P., Buscheck, T., Furlong, E., Hsieh, P., Pollack, A., Shapiro, A., and Wolahan, J., 1976, Preliminary 

hydrologic investigation of the South Fork of Long Island, New York, Water Resources Program Report WRP 

76‐1, Department of Civil Engineering, Princeton University, Princeton, NJ, 154 p. 

Pinder, G. F., Page, R. H. and Shapiro, A. M., 1977, Simulation of the impact of ground water utilization on the 

South Fork of Long Island, New York, Water Resources Program Report WRP 77‐3, Department of Civil 

Engineering, Princeton University, Princeton, NJ, 198 p. 

Pinder, G. F., and Shapiro, A. M., 1979, A new collocation method for the solution of the convection‐dominated 

transport equation, Water Resources Research, v. 15, p. 1177‐1182. 

Shapiro, A. M., 1979, One‐dimensional, finite‐difference model for single‐ and two‐phase flow in hydrothermal 

reservoirs, Water Resources Program Report WRP 79‐WR‐10, Department of Civil Engineering, Princeton 

University, Princeton, NJ, 84 p. 

Pinder, G. F., Ramey, H. J., Shapiro, A. M., and Abriola, L., 1979, Block response to reinjection in a fractured 

geothermal reservoir, in Proceeding of the Stanford Geothermal Workshop, Stanford University, Stanford, 

CA, p. 189‐196. 
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Pinder, G. F., and Shapiro, A. M., 1980, Reply to comment by H. Jobson on "A new collocation method for the 

solution of the convection‐dominated transport equation," Water Resources Research, v. 16, p. 1137. 

Shapiro, A. M., 1981, Fractured porous media: Equation development and parameter identification, Unpublished 

Ph.D. Thesis, Princeton University, Department of Civil and Geological Engineering, Princeton, NJ, 373 p.  

Shapiro, A. M., 1981, An alternative formulation for hydrodynamic dispersion in porous media, in A. Verruijt and 

F. Barends, eds., Flow and Transport in Porous Media, A. A. Balkema, Rotterdam, p. 203‐208. 

Andersson, J., Cederwall, K., and Shapiro, A. M., 1981, Rock caverns near Sutudden, Karlshamn (in Swedish), 

Department of Hydraulic Report No. 11, Royal Institute of Technology, Stockholm, 28 p. 

Shapiro, A. M., and Pinder, G. F., 1981, Simulation of flow in fractured media, in Proceeding of the Stanford 

Geothermal Workshop, Stanford University, Stanford, CA, p. 99‐106. 

Shapiro, A. M., and Pinder, G. F., 1981, Analysis of an upstream weighted collocation approximation to the 

transport equation, Journal of Computational Physics, v. 19, p. 46‐71. 

Shapiro, A. M., 1981, Analytical solutions to the linearized equations governing the responses of slender 

structures subject to ocean forces, Department of Water Resources Engineering Report, No. TRITA‐VAT 

3812, Royal Institute of Technology, Stockholm, 36 p. 

Shapiro, A. M., 1981, Fourier series analysis of numerical solutions to the equations governing the response of 

slender flexible structures subject to ocean forces, Department of Water Resources Engineering Report, No. 

TRITA‐VAT 3813, Royal Institute of Technology, Stockholm, 48 p. 

Pinder, G. F., and Shapiro, A. M., 1982, Physics of flow in geothermal systems, in T. N. Narisimhan, ed., Recent 

Trends in Hydrogeology, Geological Society of America Special Paper 189, Geological Society of America, 

Boulder, CO, p. 25‐30. 

Shapiro, A. M., and Andersson, J., 1982, Finite‐element simulation of contaminant transport in fracture rock near 

Karlshamn, Sweden, in Holz, K. P., and others, eds., Finite Elements in Water Resources, Springer‐Verlag, 

Berlin, p. 12.11‐12.20. 

Shapiro, A. M., and Pinder, G. F., 1982, Solution of immiscible displacement in porous media using the 

collocation method, in Holz, K. P., and others, eds., Finite Elements in Water Resources, Springer‐Verlag, 

Berlin, p. 9.61‐9.70. 

Shapiro, A. M., and Andersson, J., 1982, Solution of steady‐state flow in porous media having fractures of known 

geometry using the boundary‐element method, Department of Water Resources Engineering Report, No. 

TRITA‐VAT 3826, Royal Institute of Technology, Stockholm, 18 p. 

Shapiro, A. M., Cvetkovic, V. D., and Andersson, J., 1982, Hybrid analytical and numerical models for predicting 

steady‐state flow in confined aquifers, Department of Water Resources Engineering Report, No. TRITA‐VAT 

3825, Royal Institute of Technology, Stockholm, 22 p. 

Shapiro, A. M., and Cvetkovic, V. D., 1983, A theoretical and practical introduction to mathematical modeling of 

large volume offshore structures, Department of Water Resources Engineering Report, No. TRITA‐VAT 3832, 

Royal Institute of Technology, Stockholm, 257 p. 

Andersson, J. and Shapiro, A. M., 1983, Stochastic behavior of one‐dimensional, steady‐state, unsaturated flow: 

A comparison of Monte‐Carlo and perturbation methods, Water Resources Research, v. 19, p. 121‐133. 
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Shapiro, A. M., and Andersson, J., 1983, Steady‐state fluid responses in fractured rock: A boundary‐element 

solution for a coupled, discrete fracture‐continuum model, Water Resources Research, v. 19, p. 959‐969. 

Shapiro, A. M., Bear, J., and Shamir, U., 1983, Development of a numerical model for predicting the movement 

of the regional interface in the coastal aquifer of Israel, Faculty of Civil Engineering Report, Technion‐Israel 

Institute of Technology, Haifa, Israel, 131 p. 

Andersson, J., Shapiro, A. M., and Bear, J., 1984, A stochastic model of fractured rock conditioned by measured 

information, Water Resources Research, v. 20, p. 79‐88. 

Bear, J., and Shapiro, A. M., 1984, On the shape of the nonsteady interface intersecting discontinuities in 

permeability, Advances in Water Resources, v. 7, p. 106‐112. 

Bear, J., Shamir, U., Gamliel, A., and Shapiro, A. M., 1984, Motion of the sea water interface in a coastal aquifer 

by the method of successive steady states, Journal of Hydrology, v. 76, p. 119‐132. 

Shapiro, A. M., Bear, J., and Shamir, U., 1984, INTERFACE ‐ A finite element model for predicting the movement 

of the regional interface in a coastal aquifer, Faculty of Civil Engineering Report, Technion‐Israel Institute of 

Technology, Haifa, Israel, 104 p.  

Shapiro, A. M. and Andersson, J., 1984, Simulation of steady‐state flow in three‐dimensional fracture networks 

using the boundary‐element method, in Liable, J. P., and others, eds., Finite Elements in Water Resources, 

Springer‐Verlag, Berlin, p. 713‐721. 

Shapiro, A. M., and Bear, J., 1985, Evaluating the hydraulic conductivity of fractured rock from information on 

fracture geometry, in Neuman, S. P., and Simpson, E. S., eds., Memoires of the 17th Congress, International 

Association of Hydrogeologists, Hydrogeology of Rocks of Low Permeability, Tucson, AZ, January 7‐11, 1985, 

p. 463‐472. 

Shapiro, A. M., and Andersson, J., 1985, Simulation of steady‐state flow in three‐dimensional fracture networks 

using the boundary‐element method, Advances in Water Resources, v. 8, p. 106‐110. 

Shapiro, A. M., 1987, Transport equations for fractured porous media, in Bear, J. and Corapcioglu, M. Y., eds., 

Advances in Transport Phenomena in Porous Media, Proceedings of the NATO Advanced Study Institute of 

Mechanics of Fluids in Porous Media, Newark, DL, Martinus Nijhoff Publishers, Dordrecht, p. 405‐471. 

Silliman, S., Nicholas, J., and Shapiro, A. M., 1987, Estimating fracture connectivity using measurements of 

borehole temperature during pumping, in Proceedings of the NWWA Conference on Midwestern Ground‐

Water Issues, National Water Well Association, Dublin, OH, p. 231‐248. 

Shapiro, A. M., 1988, Interpretation of tracer tests conducted in an areally extensive fracture in a northeastern 

Illinois dolomite, in Proceedings of the International Conference on Fluid Flow in Fractured Rock, Georgia 

State University, May 15‐18, 1988, Atlanta, GA.  

Shapiro, A. M., and Cvetkovic, V. D., 1988, Stochastic analysis of solute arrival time in heterogeneous porous 

media, Water Resources Research, v. 24, p. 1711‐1718. 

Shapiro, A. M., and Nicholas, J. R., 1989, Assessing the validity of the channel model of fracture aperture under 

field conditions, Water Resources Research, v. 25, p. 817‐828. 

Cvetkovic, V. D., and Shapiro, A. M., 1989, Solute advection in stratified formations, Water Resources Research, 

v. 25, p. 1283‐1289. 
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Shapiro, A. M., 1989, Interpretation of oscillatory water levels in observation wells during aquifer tests in 

fractured rock, Water Resources Research, v. 25, p. 2129‐2137. 

Shapiro, A. M., and Cvetkovic, V. D., 1990, A comparison of two‐ and three‐dimensional stochastic models of 

regional solute movement, Transport in Porous Media, v. 5, p. 1‐25. 

Cvetkovic, V. D., and Shapiro, A. M., 1990, Mass arrival of sorptive solute in heterogeneous porous media, Water 

Resources Research, v. 26, p. 2057‐2067. 

Goode, D. J., and Shapiro, A. M., 1991, Comment on "Flow and tracer transport in a single fracture: A stochastic 

model and its relation to some field observations" by L. Moreno and others, Water Resources Research, v. 

27, p. 129‐131. 

Goode, D. J., and Shapiro, A. M., 1991, Comment on "Macrodispersion in sand‐shale sequences" by A. J. 

Desbarats, Water Resources Research, v. 27, p. 135‐139. 

Cvetkovic, V. D., Dagan, G., and Shapiro, 1991, An exact solution of solute transport by one‐dimensional velocity 

fields, Stochastic Hydrology and Hydraulics, v. 5., p. 45‐54. 

Shapiro, A. M., and Hsieh, P. A., 1992, Research in fractured‐rock hydrogeology: Characterizing fluid movement 

and chemical transport in fractured rock at the Mirror Lake drainage basin, New Hampshire, in Mallard, G. 

E., and Aronson, D. A., eds., U.S. Geological Survey Toxic Substances Hydrology Program‐‐Proceedings of the 

Technical Meeting, Monterey, CA, March 11‐15, U.S. Geological Survey Water‐Resources Investigations 
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